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Shut off and cap water supply.
Remove existing hardware,
caulk and grout.
Remove all traps and
conventional siphons.
ENSURE PROPER DRAIN
PITCH..........................................

Insert drain tube thru
coupler front side. Install
coupler on flange : ••••••••••••••••••••••••••••••••••••

~~Iacing the Urinal?...\ .

Anchor bottom to wall

NOT recommended to install on
copper drains.

Remove Insert and run
water thru system. Check
for leaks.

NEW CONSTRUCTION
Drain Must Have Standar(l Urinal F~ange

NOT SUPPLIED.

Drain pipe should go
in until it meets stop.

PULLdrain forward with
channel lock pliers into
housing drain until it meets
internal stop

INSTAllATION INSTRUCTIONS
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~~p'Jace;

Spray:and:wipe down \Ni.p.e.;~lean.



USING THE KEY PROVIDED, SCREW THE
KEYINTO THE KEYHOLE Of THE D.RAIN
INSERT AND Fill WITH WATER

EW INSERT, PRESS
lYOU FEEl AND HEAR
INGSOU

Insert R-epfaee'ment

l UPWARD ON INSERT TO
REMOVE.

IIWITH 32 OUNCES OF WATER

leroFlush
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iquid~on to'p onhe Di:'ainInsert'.

INSE THE OPEN TRAP WITH
WATER.

1- 10 OUNCE BOTTLE OF
RIERLIQUID


