
PRO SERIES

FRONT RUNNER
Premium Gloss Low Maintenance Floor Finish
High Bright Gloss
Retains Wet Look Gloss After Multiple Floor Scrubs
Easily Restored with Top Scrub and Recoat
Non-Yellowing, Scuff and Scratch Resistant
Low Maintenance Requirements

KEEP OUT OF REACH OF CHILDREN
See SDS for complete safety information.

FRONT RUNNER PREMIUM GLOSS
LOW MAINTENANCE FLOOR FINISH
Highly durable, high-gloss floor finish is ideal for low maintenance 
programs. It leaves a bright gloss right off the mop and has maximum 
gloss retention for a long-lasting shine. Easily restored with a top 
scrub and recoat and can be burnished with high speed and propane 
equipment. Excellent scuff and black heel mark resistance. Repairs 
easily. Product is non-yellowing. Designed for all types of resilient 
flooring. 
DIRECTIONS FOR USE:
Initial Application
1.	 Remove all old wax and floor finish with appropriate stripper.
2.	 Rinse floor thoroughly and allow to dry.
3.	 Using a clean mop, apply a thin, uniform coat of finish. Allow to 

dry thoroughly (30 to 40 minutes). Apply additional coats in the 
same manner and let dry. For very porous floors, an initial coat 
of floor sealer is recommended.

NOTE: To avoid product contamination, do not return any unused 
material to original container.
Day-To Day Maintenance
1.	 Sweep or dust mop as necessary.
2.	 Damp mop with proper cleaner following label directions. For 

accumulated soil, lightly scrub as required.
3.	 After cleaning, burnish or restore floor as needed to maintain 

gloss. 
NOTE: Water or other foreign substances will cause any floor finish 
to become slippery. ALWAYS use a “Wet Floor” sign when moisture 
is present.
SPECIAL INSTRUCTIONS: 
Engineered for safety. Exceeds industry standards for static coefficient 
of friction (ASTM D2047).
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Net Contents: 5 U.S. Gallons

NOT CLASSIFIED AS HAZARDOUS ACCORDING TO GHS.
 
See First Aid Measures - Section 4 on SDS for more detailed 
information.

*NO PFAS INTENTIONALLY ADDED. 

For more Ingredient information go to www.triple-s.com

For Industrial And Institutional Use Only
Keep From Freezing

CONTAINS: Water (CAS 7732-18-5), Acrylic Polymers (CAS 
Not Available), Ethoxydiglycol (CAS 111-90-0), Tributoxyethyl 
Phosphate (CAS 78-51-3), Zinc Ammonia Carbonate Complex 
(CAS 38714-47-5)
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02-29-24 - Changed to 1004-001 Formula
04-01-25- Updated copy with new formula information, and updated control code to todays date-EE

UPDATED FOR CALIFORNIA
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